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ODDMENTS
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ODDMENTS DUAL RING

Material
Brass

Finishes
Brushed, Aged or Bronzed Brass;
Polished Brass; Brushed Nickel

Diffuser
Ø 150 mm / 5.9” Opal Blown Glass

Weight
12 kg / 26 lb total
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Standard placement rotation of Ø 1100 mm ring 
95°, or can be decided on site to suit requirements.

Cable Exit

Cable Exit

US / Canada
Lamp: 8x 120V G9 LED
Lamp Specs: 2700K, 4.5W, 450 lm
Dimming: ELV (Trailing Edge)

Junction Box (see appendix)
Suits 3.5” or 4” Octagonal Box

Optional
12V, DALI, 0-10V

Customisations
Diameter and Size; Number of Rings
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ODDMENTS SINGLE RING (Ø 1100 / 1600)

Material
Brass

Finishes
Brushed, Aged or Bronzed Brass;
Polished Brass; Brushed Nickel

Diffuser
Ø 150 mm / 5.9” Opal Blown Glass

Weight
6 kg / 13 lb total
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US / Canada
Lamp: 4x 120V G9 LED
Lamp Specs: 2700K, 4.5W, 450 lm
Dimming: ELV (Trailing Edge)

Junction Box (see appendix)
Suits 3.5” or 4” Octagonal Box

Optional
12V, DALI, 0-10V

Customisations
Diameter and Size; Number of Rings
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ODDMENTS SINGLE ARC (Ø 1100 / 1600, SIZE SHORT / LONG)

Material
Brass

Finishes
Brushed, Aged or Bronzed Brass;
Polished Brass; Brushed Nickel

Diffuser
Ø 150 mm / 5.9” Opal Blown Glass

Weight
Approx 3 kg / 7 lb per fitting
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Short Long Short Long

US / Canada
Lamp: 2x 120V G9 LED
Lamp Specs: 2700K, 4.5W, 450 lm
Dimming: ELV (Trailing Edge)

Junction Box (see appendix)
Suits 3.5” or 4” Octagonal Box

Optional
12V, DALI, 0-10V

Customisations
Diameter and Size; Number of Arcs
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ODDBALL

Material
Brass

Finishes
Brushed, Aged or Bronzed Brass;
Polished Brass; Chrome; Brushed Nickel

Diffuser
Ø 150 mm / 5.9” Opal Blown Glass
or Ø 200 mm / 7.9” Opal Blown Glass

Weight
Minimum 1.5 kg / 3 lb

Ø 108 mm
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Lamp: 120V G9 LED 
Lamp Specs: 2700K, 4.5W, 450 lm
Dimming: ELV (Trailing Edge)

Junction Box (see appendix)
Suits 3.5” or 4” Octagonal Box

Optional
12V, DALI, 0-10V
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ODDMENTS SERIES MOUNT PLATE

108 mm 
4.25”

89 mm 
3.5”
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